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OVERALL LANDSCAPE PLAN

A B C G H J L M N O P
TREES(shown at 75% of full size)
ROADWAY LANDSCAPE BUFFERS: SYMBOL COMMON NAME / BOTANICAL NAME gll.ZAENTED g/IéEURE
N. ADAM ST. (COLLECTOR) 275' TOTAL FRONTAGE
89 C.OMMON SPACE-25 DRIVE Acer campestre 'Panacek’ 20"CAL | 20Wx35H
64.5' QUALIFIED MG Vot Gord Macl CLASS |l
1 TREE / 50LF@ 64.5' LF etro >old Maple
2 TREES REQUIRED o
5 TREES PROPOSED Prunus serrulata 'Amanogawa' 2.0" CAL 6'Wx20'H
AC Amanogawa Japanese CLASS|
\ LANDSCAPE SPACE - OVERALL (ONLY COMMON NEEDED: Flowering Cherry
ACRE/LOTS: - —
cp Pyrus 'NCPX1' PP 26539 20" CAL 1C(>L\Z\V§gf3llH
N TOTAL OVERALL LANDSCAPE: 7075.92' Javelin Pear
NEW 6" VINYL FENCING 1 TREE / 1000 SF TOTAL REQUIRED: 8 TREES
SEE DETAIL 5/L4.1 g Q PROPOSED: 18 TREES Quercus bicolor 'Bonnie and Mike' | 2.0"CAL | 15'Wx40'H
\ 3 praa ) X BO B Oak
\\ A A AN —~ “ENTRY FRELLIS o 4 TREES EXISTING TO REMAIN eacon Oa CLASS II
N A 7 X / : 7 o ~<SEE DETAIL 8/L4.1
( g R I ' N PARKING LOT TREES: CL Tilia cordata 'Corinthian’ 20"CAL | 15Wxd5H
YR vaEr ., @ N/ < , : N 1 TREE / 5 PARKING SPACES Corinthian Linden CLASS I
- 7 Nmalb ) B, X 2 TREE REQUIRED
; 7/ \ ‘ , 0\\ 4 TREES PROPOSED Gleditsia triancanthos f. 20"CAL | 35Wx45H
; p NI TN A\\v‘ 2[B0__ O 3 TREES REPLACED WITH 10 SHRUBS EACH SH inermis 'Skycole' CLASS I
7= - \ 8 : ) S . N 1 TREE NOT ALLOWED DUE TO PATHWAY EASEMENT Skyline Honeylocust
d P Scaml Ot N RN, .
M&?I 7 / ~ X X DN HN %, X TR EYTAEOHBS(SQEJ)WOS E\lj\llflllllE /SIB%)eT,)ANICAL NAVE PLANTED | MATURE
PANS X : ) X . ; 6' VINYL PRIVACY FENCE TO BE INSTALLED. SIZE SIZE
74 N \ ) ~ LR 4RX WROUGHT IRON FENCE IS TO BE INSTALLED AT PEDESTRIAN : :
e 7 2\ 2 Euonymous alatus 'Compactus 5 GAL 4'WX4'H
Q/ N\ Y ACCESS POINT. BB Dwarf Burning Bush
AN O \\‘ () X AN COMMON SPACE PERIMETER: 25'+25'+36.5'=86.5' Buxus microphylia Japonica Winter Gef 2 GAL [ 3vixeH
. A \/ (SCREENING DRIVE AISLES AND COMMON PARKING) BM Winter Gem Boxwood
/ % (> N REQUIRED: 797.5 SF/150SF: 6 SHRUBS Jomoars SeonUiorum SkrogkaT ——
) PROVIDED 27 SHRUBS sX tniberus Seopuiorim Sy SCAL | SWX15H
. Skyrocket Juniper
Pinus strobus 'Blue Shag' 2 GAL 4'WX4'H
o) .
N ‘ 2, / gtﬁgg :I-I'-I'II??EEI?ESSITDIT?%\(/”I:I;FTE% 168 BS Blue Shag Eastern White Pine
ENTRY SIGN, SEE SHEET A3.23 ' HB Bergerls thunbgrgu Helmond Pillar’ 2 GAL 2'WX4'H
- \/ elmond Pillar Barberry
//4// JH Juniperus horizontalis 'Blue Chip' 2 GAL 6'WX6"H
EXISTING TREES TO REMAIN'S 7, Blue Chip Juniper
SEE NOTES & DETAIL 10/L4.1 A rRx | RRosax Tanoronez 2GAL | 3WXZH
L > %’J _LIMB UP'TO MIN. 8' TO MEET So e Sy roundeoverRese
(3)BIKE RACK ._’k_\\;_.x\v__é P—ggY \I/II-'\’SEI(I\)/II\Iéljl-'II?éANGLE SJ Spiraea x bumalda 'Goldflame'
SEE DETAIL7/L4.1 7]\\ ‘; Qu - GROUNDCOVER/PERENNIALS (shown at full size)
PAVILION X ) "\\ KO SYMBOL COMMON NAME / BOTANICAL NAME PLANTED | MATURE
SEE DETAJL 9/L4.1 ’\ NPT _ SIZE | SIZE
/ 2] ; » \\ Hemerocallis x 'Stella De Oro' 1 GAL 18"WX2'H
; ‘ ' HH Stella De Oro Daylilly
/ ya Lavandula angustifolia 'Dilly Dilly' 1 GAL 1"WX18"H
/ LA Dilly Dilly Lavender
\ /
N EXISTING WO/OD Pennisetum alopecuroides 'Hameln" | 1 GAL 3'WX2'H
FENCE TO REMAIN. PA Hameln Dwarf Fountain Grass
7/ Q GROUNDCOVER / LANDSCAPE MATERIALS
N 7k T NONONRY. XA AR A R 3RX SYMBOL COMMON NAME / BOTANICAL NAME
N Gﬂiﬁ{ 10{LA
: gg{wo .| RTF turf type tall fescue sod over approved top soil.
A % ,( ¥ 4 .
2 ‘. Planter beds: 3" depth of 5/8" minus crushed black and
N tan rock mulch over Typar Weed Fabric or approved equal
Planter bed cut edge, see detail 1/L4.1
6' Vinyl fence, see detail 5/L4.1
N / Wrought iron fence, see detail 4/L4.1
/
PEDESTRIAN ACCESS:
REMOVE EX. FENCE
N SECTION UPON
«COMPLETION OF
ADJOINING PATHWAY é
/
NEW WROUGHT
IRON FENCING
SEE DETAIL 5/L4.1 4 A
2|SX
15|HB
T 2|RX
12|HH
13'LA NEW 6' VINYL FENCING
SEE DETAIL 5/L4.1
%
<4
///////?iﬁﬁ/
/
/
/
/
/
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A B C D E F G H J K L M N O] P
5 DEPTH OF MULGH AT PLANTER LANDSCAPE NOTES
o BEDS
1. ALL PLANT MATERIAL SHALL CONFORM TO THE AMERICAN NURSERYMAN STANDARDS FOR
TYPE AND SIZE SHOWN. PLANTS WILL BE REJECTED IF NOT IN A SOUND AND HEALTHY
18" CONDITION. ALL PLANT MATERIAL SHALL BE GRADE #1 OR BETTER.
TN AT S 2. ALL PLANTING BEDS AND TREE WELLS IN LAWN AREAS (WELLS TO BE 3' IN DIAMETER)
TR =0 N AETE Y ST f \‘ PROVIDE CONSISTENT 18" SHALL BE COVERED WITH A MINIMUM OF 3" DEPTH OF 1" BARK MULCH. SUBMIT SAMPLE
—-Lﬂﬁﬁl—ﬂg‘lﬂ':”mgmgm._ T‘lgﬁ:'.: APPROVED TOPSOIL AND SOIL RADIUS FOR APPROVAL BY OWNER.
FINISH GRADE. T T T T\ AMENDMENTS AS SPECIFIED . - SINGLE LOOP BIKE RACK 3. ALL LAWN AREAS SHALL BE SODDED WITH 100% TURF TYPE TALL FESCUE (FESTUCA
PER PLANS CUT EDGE 8 AS SPECIFIED. ARUNDINACIA). CONTRACTOR SHALL VERIFY AND MATCH THE VARIETY EXISTING IN THE
ADJACENT DEVELOPMENT.
F) L AN T E R B E D C UT E D G E CONCRETE FLATWORK 4. ALL PLANT MATERIAL SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR BEGINNING AT
1 | I — SR BLans THE DATE OF ACCEPTANCE BY OWNER. REPLACE ALL PLANT MATERIAL FOUND DEAD OR
(TYPICAL AT TREES IN TURF AREAS) NOT TO SCALE 52 7 : NOT IN A HEALTHY CONDITION IMMEDIATELY WITH THE SAME SIZE AND SPECIES AT NO
T = %Lﬁwzn i ﬁ' ] B AGGREGATE BASE AS COST TO THE OWNER.
( W%; 1Tl N SURFACE MOUNT PER SPECIFIED 5. PLANTING BACKFILL FOR TREES AND PLANTING BEDS SHALL BE 5 PARTS TOPSOIL AND 1
- STEIRISISIETS MANUFACTURES PART COMPOST WITH STRAW. STAKE ALL TREES PER DETAILS.
RECOMMENDATIONS 6. ALL LAWN AREAS SHALL HAVE 6" OF TOPSOIL AND ALL PLANTING BEDS SHALL HAVE 12" OF
A ’ Eéﬁ‘,ﬁ%i%g%ﬂ%ﬁ , 96" ON CENTER , SECTION VIEW TOPSOIL (MINIMUM). TOPSOIL SHALL BE A LOOSE, FRIABLE, SANDY LOAM, CLEAN AND
. FREE OF TOXIC MATERIALS, NOXIOUS WEEDS, WEED SEEDS, ROCKS, GRASS, OR OTHER
91" MAXIMUM SPAN ’ ’ ? ’ ’
@4? 1-1/2" x 5-1/2" BOTTOM Xi L . FOREIGN MATERIAL LARGER THAN 1" IN ANY DIMENSION, A PH FROM 5.5 TO 7.0. TOP SOIL
A < LENGTH. AS SPEGIFIED RAIL WITH 15X 125" —_ [ T — 2.6 0C. FROM SITE SHALL BE USED, IF MEETING THESE STANDARDS. PLACE 1/2" COMPOST OVER
i OR PER PLANT SCHEDULE GALVANIZED METAL ~a /] I > / ALL LANDSCAPED AREAS AND ROTOTILL INTO TOP 4". SPREAD, COMPACT, AND FINE
) HOLD TOP AND BOTTOM L . . - GRADE TOPSOIL TO A SMOOTH AND UNIFORM GRADE, 1" BELOW SURFACE OF WALKS AND
< B=85%OF A 7/8" U-CHANNEL —_ RAILS IN PLACE WITH T e e O CURBS IN AREAS TO BE SODDED AND 3" IN PLANTING BED AREAS.
| LOCK RING. wia L e 7. FERTILIZE ALL TREES AND SHRUBS WITH 'AGRIFORM" PLANTING TABLETS, 21 GRAM.
Q REMOVE TOUNGE ON — T 4 Y IS A QUANTITY PER MANUFACTURER'S RECOMMENDATION.
ONE SIDE OF PANEL TO N 1. .1, CONCRETE S e e T / 8. PLANT MATERIAL SHALL NOT BE SUBSTITUTED WITHOUT THE WRITTEN PERMISSION OF
PLAN VIEW FINISH GRADE PER PLANS SIT FLUSH AGAINST POST 2,512,/ FOOTING PP T EPTE R EDGE OF CONCRETE OWNER. SUBMIT NAMES OF THREE SUPPLIERS CONTACTED IF SUBSTITUTION IS
PROVIDE WIND CLIPS AT 1 | i— f\l FENCE POST . ‘ . < .. 4,, .‘i.:" “ B : "aq S|NGLE LOOP BIKE RACK REQUESTED AND PLANT MATERIAL SPEC'FIED IS NOT AVA'LABLE
EDGING, PER PLANS AND DETAILS POSTS AND BOTTOM RAIL /] | //—*[ ; o &/ SET POST ‘ A I T AS SPECIFIED. 9. SHRUB PLANTING BEDS SHALL BE SHOVEL EDGED TO CREATE A DISTINCT SEPARATION OF
SECURE PER C 1 PRIOR TO T A T LANDSCAPE TYPES.
GROUNDCOVER PLANTING PER PLANTING PLAN A ANUFACTURER'S ~ INSTALLATION s e L e 10. IMMEDIATELY CLEAN UP ANY TOPSOIL, OR OTHER DEBRIS ON SITE CREATED FROM
OF MOWSTRIP T - LANDSCAPE OPERATION AND DISPOSE OF PROPERLY OFF SITE.
. . . D CONCRETE FLATWORK
: sadds  aldg MULCH, PER PLANS, 3 DEPTH OVER ENTIRE BED. 708" x 6" TOUNGE AND —_ PLAN VIEW Rt e et e T PER PLANS 11. ALL LANDSCAPE AREAS SHALL HAVE AN STATE OF THE ART AUTOMATIC UNDERGROUND
K DO NOT COVER CROWNS OF PLANTS GROOVE PICKET [N e e T T AT ey N e SPRINKLER SYSTEM WHICH INSURES COMPLETE COVERAGE AND IS PROPERLY ZONED
) R N FOR REQUIRED WATER USES AND HAS A WEATHER STATION CAPABLE OF TURNING OFF
i oG \///W\ \ ?/\//\ SPLIT ALL ROOT BOUND ROOTS WITH 3 EQUAL A \\\ PLAN VIEW FOR RAIN/FREEZE EVENTS. ALL SHRUB ZONES, SPRAY ZONES AND GEAR DRIVEN ZONES
N RIS SPACED VERTICAL GUTS. N VAN e N & o SQUARE VINYL FENCE BIKE R A CK SHALL BE PLACED ON SEPARATE ZONES. DO NOT EXCEED A MAXIMUM OF 5 FPS IN ALL
=IE Y00 \///\\///\\\///\\///\\\///\\\///\\\\\/ INSERT JITST=T—T——=m METAL INSERT (TYPICAL) MAINLINE AND LATERAL LINES.
3 =1 M)A AN TILL SOIL TO A DEPTH OF 12", BACKFILL WITH TR 12. COORDINATE ALL DRAINAGE AREAS AND UTILITIES WITH TREE LOCATIONS AND ADJUST
ﬁ% % | |:ﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁ|:_.m-: APPROVED TOPSOIL AND SOIL AMENDMENTS, AS SET FINISH GRADE PER ' PER FIELD CONDITIONS.
i === SPECIFIED. SURFACE MATERIALS PLANS 13. ALL EXISTING TREES SHOWN TO REMAIN SHALL BE RETAINED AND PROTECTED THROUGH
SECTION APPROVED EQUAL 14. NO TREES SHALL BE PLANTED WITHIN THE 10 FOOT CLEAR ZONE OF ALL ACHD STORM
: ! DRAIN PIPE, STRUCTURES, OR FACILITIES.
NOTES: SUBGRADE NOTES: ) 6" AGGREGATE BASE 15. STORM PONDS MUST BE PROTECTED FROM ANY AND ALL CONTAMINATION DURING THE
1 ALL GI;OUNDCOVER PLANTS TO BE PLANTED ON CENTER AND IN A TRIANGULAR PATTERN " Egl(:)i%g)(l?léAYOUT PLANFOR MOW STRIP K 1 I COMPACTED CONSTRUCTION AND INSTALLATION OF THE LANDSCAPE IRRIGATION SYSTEM.
2-. APPLY SPECIFIED PRE-EMERGENT PER MANUFACTURER'S RECOMMENDATIONS TO ALL GR;OUNDCOVER 2. SCORE JOINTS @ 10' O.C. OR AT EACH POST. l—,| |AE'I:'IJE_[: IQ SUB-GRADE 16. ALL TREES TO BE LOCATED A MINIMUM OF 5 FEET OR GREATER FROM THE BACK OF ANY
BEDS. 3. INSTALLATION TO BE COMPLETED IN T, SIDEWALK WHEN POSSIBLE.
ACCORDANCE WITH MANUFACTURER'S B e | (12 17. TRIM ALL TREES WITHIN VISION TRIANGLES TO 8' ABOVE FINISH GRADE TO MEET
SPECIFICATIONS. d STANDARDS.
1. ALL LANDSCAPED AREAS SHALL HAVE AN AUTOMATIC UNDERGROUND SPRINKLER
SYSTEM WHICH INSURES COMPLETE COVERAGE AND PROPERLY ZONED FOR REQUIRED
oo WATER USES. EACH HYDROZONE IS TO BE IRRIGATED WITH SEPARATE INDIVIDUAL
R S STATIONS.
$ PV KEEP GROUND LINE SAME AS NURSERY LINE 2. PLANTER BEDS AND LAWN AREAS ARE TO HAVE SEPARATE HYDRO-ZONES.
. f\A X EMOVE ANY PLASTIC. BURLAP. NALLS. OR OTHER N PRESENT. BUD 3. POP-UP SPRINKLER HEADS SHALL HAVE A MINIMUM RISER HEIGHT OF 4 INCHES AT LAWN
” MATERIALS FROM THE ROOTBALL WHICH MAY LIMIT POINT (A MINOR CROOK AREAS AND 18" AT PLANTER BEDS.
Ny % ROOT GROWTH IN THE TRUNK JUST ROOT FLARE/COLLAR (SWELLING AT SOIL 4.  PLANTER BEDS ARE TO HAVE DRIP IRRIGATION SYSTEM OR POP-UP SPRAY SYSTEM.
N ABOVE THE SOIL LINE) HﬁgVFXQ(E)FT*ETISSTSEU"Q)T}%SEEE,I?g’gi'm“és 5. ELECTRONIC WATER DISTRIBUTION/ TIMING CONTROLLERS ARE TO BE PROVIDED.
I / CONSTRUCT 2" EARTH BERM TO FORM A WATER TO BE APPROXIMATELY 1 : MINIMUM CONTROLLER REQUIREMENTS ARE AS FOLLOWS:
a0 0 . ore ey BASIN, FILL BERMWITH MULCH, AS %" ABOVE THE SOIL LINE /' PREVAILING WIND DIRECTION a. PRECISE INDIVIDUAL STATION TIMING
° o § b. RUN TIME CAPABILITIES FOR EXTREMES IN PRECIPITATION RATES
MULCH, PER PLANS, 3" DEPTH OVER ENTIRE BED. DO c. AT LEAST ONE PROGRAM FOR EACH HYDROZONE
NOT COVER CROWNS OF PLANTS d. SUFFICIENT MULTIPLE CYCLES TO AVOID WATER RUN-OFF
Uity 7 % plTIS SOIL LINE e. POWER FAILURE BACKUP FOR ALL PROGRAMED INDIVIDUAL VALVED WATERING
== : = iﬁgg{?&%ﬂ&f’m S WEED BARRIER FABRIC OR EEL”SEVESF@Pé%ﬁ“ﬁ?.%iifééﬁ?&iso’?D STATIONS WILL BE DESIGNED AND INSTALLED TO PROVIDE WATER TO RESPECTIVE
‘-Mﬁl 55 | = ) ARBORICULTURE STANDARDS; IMPROPERLY HYDRO-ZONES.
PFR=ENZ SR —= PROVIDE COMMERCIAL FERTILIZER TABLETS AND , PRUNED TREES (AS DETERMINED BY THE 6.  INDIVIDUAL VALVED WATERING STATIONS WILL BE DESIGNED AND INSTALLED TO
A=z =l o 7 == BIOSTIMULANT, AS SPECIFIED, FOR EACH SHRUB & LANDSCAPE ARCHITECT) SHALL BE REMOVED PROVIDE WATER TO RESPECTIVE HYDRO-ZONES.
‘lﬁmﬁﬂ ﬁmﬁmﬁﬂ EEEE AND REPLACED. DO NOT REMOVE MAIN 7. THE IRRIGATION SYSTEM SHALL BE DESIGNED TO PROVIDE 100% HEAD TO HEAD
R e T HIGHEST ROOT SHALL BE LEADER! COVERAGE WITH TRIANGULAR SPACING.
WIDTH OF R e O D O A o L iETs 21 MAXIMUM BELOW SOIL 8.  SPRINKLER HEADS SHALL BE ADJUSTED TO REDUCE OVERSPRAY ONTO IMPERVIOUS
6" ROOTBALL 6" ’ ’ ’ :
" WATER EACH LAYER, DO NOT TAMP OR OVER PROBE AROUND TRUNK RUBBER CINCH TIE SURFACES (BUILDINGS, SIDEWALKS, DRIVEWAYS, AND ASPHALT AREAS).
COMPACT. (APPROX 1"-2" AWAY . NOTES: 9. PROVIDE MINIMUM (1) QUICK COUPLER VALVE PER EACH (6) AUTOMATIC VALVE ZONES.
FROM TRUNK) TO & 2'x 2" WOOD STAKE (LENGTH AS A APPROVE Q.C.V. LOCATIONS WITH LANDSCAPE ARCHITECT.
NOTE: CONSTRUCT 6" MOUND OF TOPSOIL LOCATE HIGHEST 4 REQUIRED)-DO NOT PENETRATE ROOTBALL. EXAMPLE OF PROPOSED WOOD TRELLIS. 10.  POINT OF CONNECTION TO BE APPROVED BY JURISDICTION PROVIDING WATER SOURCE.
1. WATER SHRUB TWICE WITHIN FIRST 24 HOURS. ROOTS. SEE NOTE 1. SET STAKES PARALLEL TO 10' CLEARANCE UNDER PEDESTRIAN WALKWAY.

2.

@ SHRUB PLANTING

APPLY SPECIFIED PRE-EMERGENT PER MANUFACTURER'S RECOMMENDATIONS TO ALL GROUNDCOVER BEDS.

NOT TO SCALE

(2)-1" HORIZONTAL
HOLLOW STEEL

N 2"X2" TUBULAR STEEL
SUPPORT PICKET 6'0.C.

HEIGHT PER PLANS

1/2" HOLLOW STEEL

” ” \H\” FINISH GRADE

~ // 1T
, : A (1)-1" HORIZONTAL
. 9114 HOLLOW STEEL
N
L
L L -
. i o CONCRETE FOOTING
NOTES & L 6'-0" O.C. L AS DETAILED
: 1 1

1.
2.

3.
4

@WROUGHT IRON FENCE

REFER TO PLANS FOR FENCE LOCATIONS.

CONTRACTORS ARE RESPONSIBLE FOR SHOP DRAWINGS TO BE REVIEWED BY LANDSCAPE ARCHITECT
BEFORE INSTALLATION.

INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
WROUGHT IRON TO BE PAINTED WITH ELECTRO STATIC PAINT - COLOR AS DIRECTED BY OWNER.

Scale: 1/2"= 1'-0"

I

Z%23

=uWao %

n O 8 Lé
REMOVE BURLAP, TWINE,
AND WIRE BASKET FROM S
TOP % OF ROOTBALL, [T NN
REMOVE ALL NAILS, TIES,» LCIS \\///\\\///\\\//</<\\///
AND PLASTIC FROM < E ///\\///\\/// /\\//’
ROOTBALL. IF %)

SYNTHETIC BURLAP IS 11
UTILIZED TO WRAP THE :l |
ROOTBALL, IT SHALL BE
COMPLETELY REMOVED.
ONLY BIODEGRADABLE

WIDTH
OF BALL

Vs

Gni Ezasanaus LU
gy @//4 \@/E N
N /i\/% /E SO

/\%/

OF BALL

g WIDTH
OF BALL

R,
NN

PREVAILING WIND.

REMOVE TREE WRAP TRUNK PROTECTION,
AFTER INSTALLATION

CONSTRUCT 2" EARTH BERM AT EDGE OF

3" THICK MULCH LAYER, KEEP MULCH 3" AWAY
FROM TRUNK.

o/
: ROOTBALL, FILL TREE RING W/ MULCH, AS
SPECIFIED.

FINISH GRADE

>

— COMMERCIAL SLOW RELEASE FERTILIZER
TABLETS

— SIDES OF HOLE ROUGH & UNEVEN

— BACKEFILL WITH APPROVED TOPSOIL AND
SOIL AMENDMENTS AS SPECIFIED.
BACKFILL IN 6" LIFTS, WATER EACH LAYER,
TAMP LIGHTLY AS REQUIRED, BACKFILL
SOIL EVEN W/ TOP OF ROOTBALL,

5'MIN. DIA.
TREE RING

BURLAP SHALL BE LEFT WIDTH
ON THE BOTTOM OF THE OF BALL
ROOTBALL.

1.

DO NOT OVER COMPACT!!

SET ROOTBALL ON NATIVE, UNDISTURBED
SOIL

THE STAKING OF TREES IS TO BE THE CONTRACTOR'S OPTION; HOWEVER, THE CONTRACTOR IS RESPONSIBLE TO INSURE
THAT ALL TREES ARE PLANTED STRAIGHT AND THAT THEY REMAIN STRAIGHT FOR LENGTH OF WARRANTY PERIOD OR 1 YEAR
AFTER SUBSTANTIAL COMPLETION WHICHEVER IS GREATER. ALL STAKING SHALL BE REMOVED AT THE END OF THE

WARRANTY PERIOD.

2. IN THE EVENT OF A QUESTION OR LACK OF CLARITY ON THE DRAWINGS, THE CONTRACTOR IS TO NOTIFY THE LANDSCAPE

ARCHITECT BEFORE PROCEEDING.

3. LANDSCAPE CONTRACTOR IS TO NOTIFY THE LANDSCAPE ARCHITECT AND OWNER PRIOR TO INSTALLATION OF PLANT

MATERIAL.

4. WRAP RUBBER CINCH TIES AROUND THE TREE TRUNKS AND STAKES USING EITHER THE STANDARD OR FIGURE EIGHT TYING
METHOD. SECURE THE TIES TO THE STAKES WITH GALVANIZED NAILS TO PREVENT SLIPPAGE.

Noo

WATER TREE TWICE WITHIN THE FIRST 24 HOURS.
IN THE EVENT HARDPAN SOILS PREVENT TREE PLANTING AS DETAILED, NOTIFY THE LANDSCAPE ARCHITECT IMMEDIATELY.
FOR TREES LOCATED WITHIN ROADSIDE PLANTERS LESS THAN 8'-0" IN WIDTH, PROVIDE TREE ROOT BARRIER (DEEPROOT

#24-2 OR APPROVED EQUAL). LOCATE ROOT BARRIER AT BACK OF CURB AND EDGE OF SIDEWALK. EXTEND ROOT BARRIER TO
80% OF MATURE TREE CANOPY. ALL TREE INSTALLATIONS SHALL CONFORM TO ALL AGENCY APPROVAL REQUIREMENTS,
CONTRACTOR SHALL VERIFY PRIOR TO ANY INSTALLATIONS.

6 DECIDUOUS TREE PLANTING

NOT TO SCALE

ENTRY TRELLIS

SCALE: NTS

EXAMPLE OF PROPOSED PICNIC PAVILION.

IMAGE REPRESENTS MATERIALS, COLORS, FRAMING, AND SHINGLED ROOF.
PROPOSED PICNIC SEATING.

DOES NOT ACCURATELY SHOW THE DIMENSIONS, SEE DRAWING FOR ACTUAL SCALE.

PAVILION

SCALE: NTS

REE MITIGATION NOTES:

T

SECTION

THE LANDSCAPE ARCHITECT WILL MEET WITH THE CITY ARBORIST TO ESTABLISH
MITIGATION REQUIREMENTS FOR REMOVAL OF EXISTING TREES.
—-f——TREE CROWN——~

OUTLINE OF TREE CROWN (EDGE

OF DRIPLINE) CORRESPONDING

WITH ROOT SPREAD. FENCE SHALL BE
PLACED AT EDGE OF TREE CROWN
(MINIMUM DISTANCE).

EXISTING GRADE

NOTE:

MAINTAIN PROTECTION UNTIL
CONSTRUCTION ACTIVITIES ARE
COMPLETED.

FENCE LINE

IF LOWER LIMBS INTERFERE WITH WORK,

PLAN VIEW

@ TREE PROTECTION DETAIL

TIE UP WITH HEAVY JUTE CORD.

N

ADJUST DIAMETER OF PROTECTIVE FENCE
TO PREVENT ANTICIPATED DAMAGE BY

k] | |:| | |:m:_ EQUIPMENT.
=l

TREE TRUNK

CROWN OF TREE.

OUTLINE OF TREE CROWN (EDGE

OF DRIPLINE) CORRESPONDING

WITH ROOT SPREAD. FENCE SHALL BE
PLACED AT EDGE OF TREE CROWN
(MINIMUM DISTANCE).

NOT TO SCALE

10

11

12

NOT FOR
ovqgsggg,o-r&%u
oowizoy%%
2 S
2L XS

{7 N

Y \ %@
”ﬁﬁusu%g‘\\“ “

DATE:
/1172221

callbefooeyou;lig.

\\3;

Know what's below.
CALL 2 BUSINESS DAYS
IN ADVANCE BEFORE
YOU DIG, GRADE, OR
EXCAVATE FOR THE
MARKING OF
UNDERGROUND
MEMBER UTILITIES

208.342.2999 Office

Boise, ID 83705
info@sbbgo.com

2002 S. Vista Ave
www.sbbgo.com

BECK&
BAIRD

== SOUTH

—

Dba South Beck & Baird Landscape Architecture P.C.

South Landscape Architecture P.C.

Copyright (© 2021

All rights reserved. Reproduction or use in any
form or by any means without written permission of
South Landscape Architecture P.C. Dba South
Beck & Baird Landscape Architecture P.C. is
unlawful and subject to criminal prosecution.

REVISIONS:

No.| Date Description

Riverplace Townhomes
Garden City, ID 83714

Landscape Details & Notes

3945-3953 N. Adam’s St.

DRAWN BY:
AJ

CHECKED BY:
JM

PROJECT NUMBER
21-04|

SHEET:

L4.1

THE PROFESSIONAL SERVICES OF THE DESIGN PROFESSIONAL ARE UNDERTAKEN FOR AND ARE PERFORMED IN THE INTEREST OF "THE CLIENT" NO CONTRACTUAL OBLIGATION IS ASSUMED BY THE DESIGN PROFESSIONAL FOR THE BENEFIT OF ANY OTHER PERSON INVOLVED IN THE PROJECT.

PRE-PLAT / PUD SUBMITTAL


AutoCAD SHX Text
STAMP:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
CHECKED BY:

AutoCAD SHX Text
SHEET:

AutoCAD SHX Text
PROJECT NUMBER

AutoCAD SHX Text
P

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
M

AutoCAD SHX Text
L

AutoCAD SHX Text
K

AutoCAD SHX Text
J

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
A

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
8

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
10

AutoCAD SHX Text
9

AutoCAD SHX Text
8

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
O

AutoCAD SHX Text
P

AutoCAD SHX Text
N

AutoCAD SHX Text
M

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
K

AutoCAD SHX Text
J

AutoCAD SHX Text
H

AutoCAD SHX Text
G

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
1

AutoCAD SHX Text
A

AutoCAD SHX Text
Copyright    2021

AutoCAD SHX Text
C

AutoCAD SHX Text
REVISIONS:

AutoCAD SHX Text
Riverplace Townhomes

AutoCAD SHX Text
3945-3953 N. Adam's St.  Garden City, ID 83714

AutoCAD SHX Text
JM

AutoCAD SHX Text
8/11/2021

AutoCAD SHX Text
AJ

AutoCAD SHX Text
21-041

AutoCAD SHX Text
PRELIMINARY  N   O   T       F   O   R  C O N S T R U C T I O N 

AutoCAD SHX Text
Landscape Details & Notes

AutoCAD SHX Text
WROUGHT IRON FENCE

AutoCAD SHX Text
4

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
%%USECTION

AutoCAD SHX Text
%%UPLAN VIEW

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
VINYL FENCE PANEL

AutoCAD SHX Text
PAVILION 

AutoCAD SHX Text
9

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
ENTRY TRELLIS 

AutoCAD SHX Text
8

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
BIKE RACK

AutoCAD SHX Text
7


A B C D E F G H J K L M N ©) P

STAMP:@;“DDDUH@@
NATURAL FEATURES SURVEY/ANALYSIS: RIVERPLACE TOWNHOMES || $S5
SI_OPAIf/:ERAGE SLOPE OF SITE IS APPROXIMATELY 1.1% A PARCEL OF LAND; LOCATED IN § ' U%
CLMATE LOT 2 OF SECTION 5, T.3N.,R. 2 E,, s

ROCKY MOUNTAIN, INLAND TEMPERATE, HIGH DESERT, 11 INCHES ANNUAL PRECIPITATION, AVERAGE ANNUAL TEMPERATURE IS 51° F AND
FROST FREE PERIOD IS ABOUT 150 DAYS.

BOISE MERIDIAN, ADA COUNTY IDAHO %%gpsnc%@

SOILS:

SOILS CLASS 9002, BALLENTINE, 0-1 PERCENT, THE SITE HAS GRADES RANGING FROM 0-2%, SEE THE GEOTECHNICAL REPORT PROVIDED BY
SITE CONSULTING, LLC ON 06/16/2021 FOR ADDITIONAL DETAILS AND SOIL PROFILES.

JUNE 2021 —

Q 44100 Transmisions g &/1/2221
VEGETATION: —

THE PROPERTY IS URBAN LAND CONTAININGMAINLY DECIDUOUS TREES WHICH WILL MOSTLY BE REMOVED. THE PROPERTY WILL BE
RE-LANDSCAPED

HYDROLOGY:
BASED UPON THE GEOTECHNICAL REPORT PREPARED BY SITE CONSULTING, LLC, GROUND WATER IN THIS AREA IS AT A DEPTH RANGEING
FROM 8' TO 9' BELOW GROUND SURFACE. THE NATURAL DRAINAGE IS VIA PERCOLATION THROUGH SURFACE SOILS. THE PROPERTY GENERALLY
SLOPES TO THE NORTH AND WEST TOWARDS THE BOISE RIVER. NO PORTION OF THIS SITE SHOWS EVIDENCE OF NATURAL DRAINAGE SWALES,
PONDS, LAKES, OR WETLANDS.

Call before you dig.

c
0
0
b\ Z
Know what's below.
CALL 2 BUSINESS DAYS
IN ADVANCE BEFORE
YOU DIG, GRADE, OR
MARKING OF
UNDERGROUND

EXCAVATE FOR THE
MEMBER UTILITIES

FIRM: onras
THIS PROPERTY FALLS IN AREAS DETERMINED TO HAVE A SPECIAL FLOOD ZONE X. SEE FLOOD INSURANCE RATE MAP (FIRM). PANEL 0188.

COMMUNITY PANEL NUMBER16001C0188J, EFFECTIVE 06/19/2020.
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GEOLOGY:
A VISUAL ON-SITE INSPECTION OF THE PROPERTY SHOWS NO AREAS OF GEOLOGIC HAZARDS OR SPECIAL FEATURES. SUCH AS UNSTABLE
ROCK FORMATIONS OR LANDSLIDES. THE SUBJECT SITE IS LOCATED WITHIN THE BOISE VALLEY. THE BOISE RIVER GRAVELS WHICH CONSIST OF
UNCONSOLIDATED CLAY, SAND, GRAVEL, AND COBBLES. THE BOISE RIVER GRAVELS TEND TO BE POORLY SORTED, HAVE IMBRICATED, WELL
ROUNDED CLASTS WITH CRUDE STRATIFICATION, THE DEPOSITS ARE MADE UP OF BEDS OF GRAVEL AND LENSES OF CROSS-BEDED SAND

2002 S. Vista Ave
Boise, ID 83705
208.342.2999 Office
info@sbbgo.com
www.sbbgo.com

SUGGESTING DEPOSITION IN BRAIDED RIVER CHANNELS, THE SMALLER UNITS BASED ON THEIR AGE AND ARE EXPOSED AS DISTINCT ALLUVIAL . e @ ' -, 9 .
TERRACES. FIVE OF THE TERRACES ARE WELL EXPOSED IN THE BOISE AREA AND RANGE FROM MIDDLE PLEISTOCENE TO RECENT (0-0.9 MILLION N R -
YEARS AGO). THESE GRAVELY TERRACES ARE USUALLY MANTLED SILTY LOESS. st : ‘%

3, Sportscard Fanatic
K%
Google

VICINITY MAP

WILDLIFE:
WILDLIFE HABITAT IMPACT — A VISUAL ON-SITE INSPECTION OF THE PROPERTY WOULD INDICATE THAT THE CURRENT DEVELOPMENT OF THE
PROPERTY THE ADDITION OF THE NEW TOWN HOMES IN QUESTION WILL NOT ADVERSELY IMPACT ANY SENSITIVE WILDLIFE HABITAT. VISUAL
INSPECTION AND LAY OF THE LAND DOES NOT INDICATE THAT THERE ARE ANY WETLANDS WITHIN THE DEVELOPMENT AREA.

BECK&
BAIRD

South Landscape Architecture P.C.

HISTORIC SITES:

== SOUTH

Dba South Beck & Baird Landscape Architecture P.C.

THE PROFESSIONAL SERVICES OF THE DESIGN PROFESSIONAL ARE UNDERTAKEN FOR AND ARE PERFORMED IN THE INTEREST OF "THE CLIENT" NO CONTRACTUAL OBLIGATION IS ASSUMED BY THE DESIGN PROFESSIONAL FOR THE BENEFIT OF ANY OTHER PERSON INVOLVED IN THE PROJECT.

2 \ 4. CONTOUR INTERVAL EQUALS ONE FOOT (1'-0").

1,251SF

BASED ON THC ADA COUNTY HISTORIC SITE INVENTORY CRITERIA. THIS PROPERTY DOES NOT CONTAIN ANY HISTORICAL STRUCTURES. / 4 —
SCALE: NTS u=
=
—
DEVELOPMENT FEATURES =
Copyright 2021
TOTAL ACRES 0874 ACRES, SEWER . All rig};ts reps<eyrved.gR§;|31roc§?on orusein any ’
(38,086SF) CITY OF GARDEN CITY S &B"Mpm”pi
TOTAL LOTS 22 LOTS uzlcawful ::d sjgjei(!;?o?:n;?nlat\egtr\;r:ecunorzs
MULTI FAMILY UNITS 20 LOTS m
TOTAL COMMON LOTS 2 LOTS CITY OF GARDEN CITY 5 REVISIONS:
AVERAGE UNIT LOT SIZE 1,215 SF IRRIGATION No.| Date Description
MINIMUM UNIT LOT SIZE 1,090 SF
RESIDENTIAL DENSITY 22.88 UNITS/AC. LFJ/gIE%/éEX\éégEFTS(;NATER
EXISTING ZONING R3
COMMON LOTS 13,790 SF (31.6%) SCHOOL
QUALIFYING OPEN SPACE__ 4,716 SF (12.4%) BOISE CITY INDEPENDENT
BUILDING AREA 14,459 SF (38.0%) SCHOOL DISTRICT 1
PAVING AREA 16,551 SF (43.4%)
LANDSCAPE AREA 7,075 SF (18.6%) EMERGENCY SERVICES
\ OFF-STREET PARKING 40 GARAGED FIRE - NACFR
N 1,157SF +9 VISITOR POLICE - CITY OF GARDEN CITY | g
+1ADA
/ BICYCLE PARKING PROVIDED: 3 *
=i
EASEMENTS LEGEND B
0.03AC / m
£ DRIVEWAY
CROSS UTILITIES 0
ACCESS EASEMENTS
EASEMENT n
1,157SF PEDESTRIAN 4 =
N > 0.03AC CROSS 7 -
/N e ACCESS m h
\, “\\ N/ 1157SF EASEMENT q O L
2N < N\ 0.03AC m 0
§~ \ \‘\\\\> 7 10 COMMUNITY (&)
N 1,157SF ACCESS
7/ \té ' =" ,/ 0.03AC PATHWAY () ol
1,090SF /\@)& N SN EASEMENT H 'q
/ 003AC / & & ﬂ '8
\ = -
OWNER ENGINEER Ll - B8
1,090SF Northern Land Holdings, LLC CK Engineering m (e Cb
0.03AC '/ 2150 North Canter Place 1300 £ State St E
2,058SF Eagle, Idaho 83616 Eagle, Idaho 83616 £ -p'
) Phone: 208.996.4084 Phone: 208.639.1992
. 0.05AC |/ Contact: Jim Merkle Contact: Chad Kinkela O 0
Q
. < n
NG ARCHITECT  LANDSCAPE ARCHITECT H s -
' y ey a
1 2e1sF N g\\? S Slichter /Ugrin Architecture South Beck & Baird 4 2y o
\ 0.03AC RV 4 415 South 13th Street 2002 S. Vista Avenue 9 M o
| X Boise, Idaho 83702 Boise, Idaho 83705 ﬂ
5 Phone: 208.658.1679 Phone: 208.342.2999 O 4
1,251SF Contact: Greg Ugrin Contact: Jay Gibbons m b
or Brett Gulash 1 omf z’
0.03AC H m
/ BENCHMARK NOTE o
1 251SF “, 1. BASIS OF BEARING (NAVD 88): m 10
\ 0.03AC ’ ’ 2. REFER TO DRAWINGS FOR ON-SITE CONTROL VALUES. CONFIRMATION OF ON-SITE
: BENCHMARKS: ANY BENCHMARK OR CONTROL POINT MUST BE CHECKED WITH A (0]
3N SECOND ON-SITE BENCHMARK/CONTROL POINT PRIOR TO USE. m (an ]
1,251SF 3.  BENCHMARK: (CHISELED 'X' IN BACK OF SIDEWALK AS SHOWN ON SURVEY) VERIFY 10 )
\ 0.03AC WITH EXISTING CONDITIONS. VERTICAL DATUM = 2656.34". 10

NOTES:
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SUBJECT PROPERTY SHALL HAVE A BUILDING SETBACKS AS NOTED ON PLANS. DRAWN BY:

2. ALL LOTS WILL BE SERVED BY CENTRAL WATER AND SEWER SYSTEMS BY GARDEN AJ

/ 3. iggESS WILL BE PROVIDED VIA A COMMON DRIVEWAY FROM ADAMS STREET. CHECKED BY.
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